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9392 | 9393

23799 | 23800 | 23801 | 23802

1890* 1891* | 1892*

FIXSTOP
E S D - S H E LV E D  T R O L L E YS E S D - T R O L L E YS

ESD-Box carts 
9392 | 9393
Electric static discharge 
construction  
(ESD = Electrostatic Discharge).

Aangle steel construction with 
tubular handlebar. conductive 
powder coating, slate grey, 
RAL 7015. Ends, 1 side and top 
fitted with wire lattice 40 x 40 
x 4 mm, completely welded 
and powder coated. 1 fixed and 
4 detachable wood material 
shelves, surface beech grain.  
2 swivel and 2 fixed-wheel 
castors with electrically con-
ductive (anti-static) TPE-ESD 
tyres (thermoplastic elasto-
mer). hubs with groove ball 
bearing. 

TOTALSTOP central braking 
system standard on swivel 
castors.

Delivery includes 4 shelves.

Clearance between shelves  
280 mm.

Variable use of shelves, in a grid 
of 100 mm. 

Capacity per shelf 50 kg. 

ESD-Pallet dollies 
23799 | 23800 | 23801 | 
23802
Pallet dollies for pallets and 
lattice boxes. Sturdy sectional 
steel construction with 4 catch 
corners for stacking. 

ESD-Mobile tilting 
stands 1890*
For plastic boxes, steel plate 
boxes, wire baskets etc., adju-
stable in height and mobile. 

Sectional steel-/ tubular 
construction with steel plate 
platform. Steel plate platform 
with all side rim, 20 mm high. 
Not inclinable, adjustable in 
height in intervals of 25 mm. 

4 swivel castors with TPE-ESD 
tyres, hubs groove ball bearing, 
2 wheels with locks. 

1891* | 1892* 
Steel plate platform with 
single-sided lay-on edge, 
straight or inclinable by 15° 
und 30°, adjustable in height in 

intervals of 25 mm.

*Can not be fitted with  
TOTALSTOP or FIXSTOP.

Accessories  
on pages 183-185

Vertical locking rod
with turning lever and cylinder lock.

TOTALSTOP - the fetra central brake system
With only one foot the rotation of wheels 
and the swivelling movement of both swivel 
castors can be securely locked. The brake 
pedal is always visible to the operator. 

Standard with TOTALSTOP.

Order no. Capacity
kg

Wheel-Ø
mm

Platform size
L x W mm

For pallet size
L x W mm

Height
mm

Net weight
kg

ESD-pallet dollies 23799 750 200 810 x 610 800 x 600 282 30

23800 750 200 1010 x 810 1000 x 800 282 33

23801 750 200 1210 x 810 1200 x 800 282 34

23802 750 200 1210 x 1010 1200 x 1000 282 35

Order no. Capacity
kg

Wheel-Ø
mm

Platform size
L x W mm

Shelf heights
mm

Net weight
kg

ESD-box carts 9392 750 200 1000 x 680 292, 582, 882, 1182, 1482 144

9393 750 200 1200 x 780 292, 582, 882, 1182, 1482 175

Order no. Capacity
kg

Wheel-Ø
mm

Platform size
L x W mm

Shelf heights
mm

Net weight
kg

ESD-mobile 
tilting stand*

1890 150 75 605 x 405 720 – 995 17

1891 150 75 510 x 410 500 – 775 18

1892 150 75 510 x 410 755 – 1105 18

10 years 

warranty
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